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EXEL UTILO PRODUCT RANGE
High-quality structural profiles

EXEL UTILO is a range of high quality glass reinforced 
structural profiles that are used in structures and 
access systems. 

The profiles are designed and manufactured to  
conform European Standard EN 13706, grades E17  
or E23. 

Exel’s pultruded UTILO profiles are used as  
components e.g. in 

•	 composite platforms 
•	 composite access ladders and stairs 
•	 composite handrail systems 
•	 composite structures 

Utilo profiles can be supplied in a wide range of  
different resin types and  in accordance with  
various fire performance standards



EXEL UTILO PRODUCT RANGE
High-quality structural profiles

Exel Composites UK	 Tel. +44 1928 701515 
Fairoak Lane Whitehouse	 Fax +44 1928 713572
RUNCORN	 profiles@exelcomposites.com
Cheshire WA7 3DU	 www.exelcomposites.com
ENGLAND UK

Exel Composites N.V.	 Tel. +32 55 33 30 11	 6/2016 
De Bruwaan 2	 Fax +32 55 33 30 50
9700 OUDENAARDE	 profiles@exelcomposites.com
BELGIUM	 www.exelcomposites.com

MECHANICAL PROPERTIES 

Exel UTILO profiles conform to the performance and quality requirement of EN13706 European standard 
for structural pultrusion. Minimum mechanical properties are given in the table below. 

PROPERTY UNIT TEST METHOD
MINIMUM PROPERTY

E23
GRADE

E17 
GRADE

1.1 Full section test GPa Annex D, EN 13706-2 23 17

1.2 Tension modulus—axial GPa EN ISO 527-4 23 17

1.3 Tension modulus—transverse GPa EN ISO 527-4 7 5

1.4 Tension strength—axial MPa EN ISO 527-4 240 170

1.5 Tension strength—transverse MPa EN ISO 527-4 50 30

1.6 Pin-bearing strength—axial MPa Annex D,  EN 13706-2 150 90

1.7 Pin-bearing strength—transverse MPa Annex D, EN 13706-2 70 50

1.8 Flexural strength -axial MPa EN ISO 14125 240 170

1.9 Flexural strength—transverse MPa EN ISO 14125 100 70

1.10 Interlaminar shear strength - axial MPa EN ISO 14130 25 15
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PHYSICAL PROPERTIES 

CHEMICAL PROPERTIES 

PROPERTY METHOD UNIT TYPICAL VALUE

Density ISO 1183 g/cm² 1.7–2.0 

Barcol Hardness ASTM D2583 Barcol 50

Water Absorption ISO 62 % 0,7 max

Electrical Strength DIN 53481 kV/mm 5–10

Coefficient of linear thermal expansion* BS 6319 10-6 /K 6–10

Heat distortion temperature ISO 75 °C > 150

ENVIRONMENT CONCENTRATION
ISO-POLYESTER VINYLESTER

20°C 60°C 20°C 60°C

Acetic acid 25% R NR R R

Acetone 100% NR NR NR NR

Ammonium hydroxide 10% NR NR R 50°C

Fatty acids 100% R R R R

Gasoline 100% R NR R R

Hydrochlorid acid 15% R NR R R

Mineral oils 100% R R R R

Nitric acid 5% R NR R R

Sodium hydroxide 5% NR NR R 50°C

Sodium hypochlorite 5% R NR R R

Sulphuric acid 10% R NR R R

Water (all) 100% R R R R

*Tested in longitudinal direction.

This table represents the effects of various chemicals on standard Utilo-profiles. The information is based upon test 
results and years of experience, and is correct to the best of our knowledge. Please contact Exel Composites for recom-
mendations on the use in your particular environment, which may involve other chemicals or combinations thereof. Good 
practise requires sample evaluation in the actual chemical enviroment to precede any application, if  questions about 
suitability arise. 
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EXEL UTILO PROFILES


